
18 HWACHEON CATALOG : M3/M4-5AX

 

Product Configuration

18 HWACHEON CATALOG : C1/C2

Chuck 8"(OPT : 10")

C2

Tailstock Sub Spindle

YMC YSMC

Main Chuck 8" (OPT : 10")
Sub Chuck 6"

Ref.

1) YMC : Y-axis  
	 + Tailstock
2) YSMC : Y-axis 
	 + Sub spindle

Machine Specifications

ITEM
C1 C2

YMC YSMC YMC YSMC
Capacity

Swing over Bed mm (inch) Ø730 (Ø28.74) Ø730 (Ø28.74)

Max Cutting Diameter (Main / Sub) mm (inch) Ø530 (Ø20.87) Ø530 (Ø20.87) / Ø410 (Ø16.14) Ø630 (Ø24.8) Ø630 (Ø24.8) / Ø510 (Ø20.08)

Max Cutting Diameter (Main / Sub)
 - When applying part catcher

mm (inch) Ø250 (Ø9.84)
Ø250 (Ø9.84)

   / Ø410 (Ø16.14)
Ø450 (Ø17.72)

Ø450 (Ø17.72) 
   / Ø510 (Ø20.08)

Max Cutting Length (Main / Sub) mm (inch) 599 (23.58) 599 (23.58) / 584 (22.99) 564.5 (22.22) 564.5 (22.22) / 550 (21.65)

Chuck Size (Main & Sub) inch 6 (OPT : 8) 6 (OPT : 8) / 6 8 (OPT : 10) 8 (OPT : 10) / 6 

Spindle

Type of Spindle Nose (Main / Sub) ASA A2-5  A2-5 A2-6 / A2-5

Max Spindle Speed (Main / Sub) rpm 6,000 5,000 5,000 / 6,000

Through Spindle Hole Diameter (Main / Sub) mm (inch) Ø62 (Ø2.44) Ø62 (Ø2.44) / Ø56 (Ø2.2) Ø76 (Ø2.99) Ø76 (Ø2.99) / Ø38 (Ø1.5)

Max Bar Size (Main / Sub) mm (inch) Ø51 (Ø2.01) Ø51 (Ø2.01)/ Ø45 (Ø1.77) Ø65 (Ø2.56) Ø65 (2.56) / Ø29 (Ø1.14)

Index Angle (Main & Sub) deg 0.0001 0.0001

Spindle Motor (Main, Sub) kW(HP) 11/7.5 (15/10) 11/7.5 (15/10), 7.5/5.5 (10/7.4) 15/11 (20 / 15) 15/11 (20/15), 15/11 (20/15)

Turret

Number of Tool Station ea 18 18

Tool Size / Type mm (inch) / - □25 x Ø40 (□1 x Ø1.5) / Capto C4 □25 x Ø40 (□1 x Ø1.5) / Capto C4

Turret Indexing Time sec/step 0.467 0.467

Axes

Rapid Speed (X / Z / Y / B) m/min (ipm) 30 / 30 / 15 / 30 (1,181 / 1,181 / 5.91 / 1,181) 30 / 30 / 15 / 30 (1,181 / 1,181 / 5.91 / 1,181)

Max Stroke (X / Z / Y / B) mm (inch) 310 / 700 / ±50 / 750 (12.2 / 27.55 / ±1.96 / 29.52) 360 / 700 / ±60 / 705 (14.17 / 27.56 /±2.36 / 27.87)

Feed Motor (X / Z / Y / B) kW(HP) 7.0 / 2.2 / 2.2 / 2.2 (9.4 / 3 / 3 / 3) 7.0 / 2.2 / 2.2 / 2.2 (9.4 / 3 / 3 / 3)

Tailstock

Quill Dia / Tailstock Body Stroke mm (inch) Ø80 (Ø3.15) / 750 (29.5) - Ø80 (Ø3.15) / 705 (27.87) -

Quill Taper MT #4 - #5 -

Magazine

Type of Tool Shank - Capto C4 Capto C4

Tool Storage Capacity ea 12 12

Max Tool Diameter mm (inch) Ø40 (Ø1.5) Ø40 (Ø1.5)

Max Tool Length (X / Z) mm (inch) 100 (3.93) / 145 (5.71) (from Tool shank center) 150 (5.91) / 145 (5.71) (from Tool shank center)

Max Tool Weight kgf (lbf) 6.2 (13.7) 6.2 (13.7)

Turnmill

Spindle Motor kW(HP) 5.5 / 3.7 (7.4 / 5) 5.5 / 3.7 (7.4 / 5)

Max Spindle Speed rpm 4,000 4,000

Min Spindle Indexing Angle deg 0.0001 0.0001

BMT specifications / Turn mill tools - BMT 55 / Capto C4 + BMT 55 BMT 55 / Capto C4 + BMT 55

Tank Capacity

Lubrication / Hydraulic ℓ(gal) 12 (3.17) / 50 (13.21) 12 (3.17) / 50 (13.21)

Coolant ℓ(gal) 200 (52.83) 230 (60.75)

Power Source

Electrical Power Supply kVA 40 55

Dimension

Height / Floor Space (L x W) mm (inch) 2,300 (90.55) / 3,555 (139.96) x 2,493 (98.15) 2,360 (92.91) / 3,610 (142.13) x 2,784 (109.61)

Weight kgf (lbf) 10,500 (23,149) 10,800 (23,810)

NC Controller                                                         Fanuc 0i-TF

C1

Tailstock Sub Spindle

YMC YSMC

Chuck 6"(OPT : 8")
Main Chuck 6" (OPT : 8")

Sub Chuck 6"

Each product can be configured to fit your application.


