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Hi-TECH 550

A-seriesRef.    

1) Std.: Tailstock

2) MC: Turnmill (C-axis, 0.001˚)

3) L: Long Bed

4) XL: Extra Long Bed

XLMC

Hi-TECH 550B
              550B/MC
              550BL
              550BL/MC
               550BXL
               550BXL/MC

Hi-TECH 550A
              550A/MC
              550AL
              550AL/MC
               550AXL
                550AXL/MC

Product Configuration Each product can be configured to fit your application.

ITEM
Hi-TECH 550 SERIES

550A / AMC 550AL / ALMC 550AXL / AXLMC 550B / BMC 550BL / BLMC 550BXL / BXLMC

Capacity
Swing over Bed mm (inch) Ø800 (Ø31.50”)

Max. Cutting Diameter mm (inch) Ø590 (Ø23.23”)

Standard Cutting Diameter mm (inch) Std.:Ø387 (Ø15.23”), MC:Ø275 (Ø10.83")

Max. Cutting Length mm (inch) 1,100 (43.31”) 2,100 (82.68”) 3,200 (125.98”) 1,100 (43.31”) 2,100 (82.68”) 3,200 (125.98”)

Chuck Size inch 15” 18”

Spindle
Type of Spindle Nose ASA A2-11

Max. Spindle Speed rpm 2,000 1,800

Through Spindle Hole 
Diameter

mm (inch) Ø132 (Ø5.20”)

Max. Bar Size mm (inch) Ø116 (Ø4.57”)

Spindle Bearing Inner 
Diameter

mm (inch) Ø180 (Ø7.09”)

Spindle Motor kW (HP) 30 / 22 (40 / 30)

Turret
Number of Tool Station ea Std.:10 (Opt.: 12),MC:12

Tool Size mm (inch) ◻32 x Ø60 (◻1.25” x Ø2.5”)

Turret Indexing Time sec / step 0.2

Feed rates
Rapid Speed (X/Z) m/min 20 / 24 20 / 20 20 / 10 20 / 24 20 / 20 20 / 10

Max. Stroke (X/Z) mm (inch)
345 / 1,150 

(13.58” / 45.28”)
345 / 2,150 

(13.58” / 84.65”)
345 / 3,250 

(13.58” / 127.9”)
345 / 1,150 

(13.58” / 45.28”)
345 / 2,150 

(13.58” / 84.65”)
345 / 3,250 

(13.58” / 127.9”)

Feed Motor (X/Z) kW (HP) 4 / 4 (5.5 / 5.5) 4 / 7 (5.5 / 9.5) 4 / 4 (5.5 / 5.5) 4 / 7 (5.5 / 9.5)

Tail Stock

Quill Dia. mm (inch) Ø120 (Ø4.72”)

Quill Stroke mm (inch) 150 (5.91”)

Quill Taper MT # 5

Turnmill (MC)
Spindle Motor kW (HP) 7.5/5.5(10/7.5)

Max. Spindle Speed rpm 4,000

Max. Drill/Tap Size mm Ø32(Ø1.26")/M20

Min. Index Angle º(deg) 0.001

Tank 
Lubrication ℓ(gal) 12 (3.17)

Hydraulic ℓ(gal) 50 (13.21)

Coolant ℓ(gal) 250 (60) 380 (100) 580 (153) 250 (60) 380 (100) 580 (153)

Power Sources
Electrical Power Supply kVA 65

Dimension
Height mm (inch) 2,400 (94.49") 2,450 (96.46") 2,660 (104.72") 2,400 (94.49") 2,450 (96.46") 2,660 (104.72")

Floor Space (L×W) mm (inch) 4,590 x 2,450 
(180.71” x 96.46”)

5,590 x 2,450 
(220.08” x 96.46”)

6,890 x 2,600 
(271.26” x 102.36”)

4,590 x 2,450
 (180.71” x 96.46”)

5,590 x 2,450 
(220.08” x 96.46”)

6,890 x 2,600 
(271.26” x 102.36”)

Weight kgf (lbf)
Std.:9,500 (20.944)
MC:10,000 (22,046)

Std.:12,000 (26.455)
MC:12,500 (27,558)

Std.:15,500 (34.172)
MC:16,000 (35,274)

Std.:9,700 (21.385)
MC:10,200 (22,487)

Std.:12,200 (26.896)
MC:12,700 (27,999)

Std.:15,700 (34.613)
MC:16,200 (35,714)

NC Controller Fanuc 0i-TD

Machine Specifications
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B-series

Chuck 18”


