
12 HWACHEON CATALOG :  Hi-TECH 850

Product Configuration Each product can be configured to fit your application.

Ref.   
1) Std.: Tailstock

2) MC: Turnmill with C-Axis(0.001˚) 

3) YMC: Turnmill with C-Axis(0.001˚) 

              and Y-Axis  

4) L: Long Bed  

5) XL: Extra Long Bed

Hi-TECH 850

Std.

MC

Short Type

YMC

Std.

MC

XL Type

YMC

Hi-TECH 850
                  850/MC
                  850/YMC
                  850L
                  850L/MC
                  850L/YMC
                  850XL
                  850XL/MC
                  850XL/YMC

Machine Specifications

ITEM
Hi-TECH 850 SERIES

850 / 850MC 850YMC 850L / 850LMC 850LYMC 850XL / 850XLMC 850XLYMC

Capacity
Swing over Bed mm (inch) Ø1,050 (Ø41.34“)

Max. Cutting Dia. [Cutting Length] mm (inch) Ø920 (Ø36.22”) [385 (15.16“)]

Standard Cutting Diameter mm (inch) Ø380 (Ø14.96“)

Max. Cutting Length [Cutting dia.] mm (inch) 2,500 (98.42”) [Ø825 (Ø32.48”)] 3,500 (137.79”) [Ø825 (Ø32.48”)] 5,100 (200.78”) [Ø825 (Ø32.48”)]

Chuck Size (Opt.) inch 24” / 32”

Spindle
Type of Spindle Nose ASA A2-15

Max. Spindle Speed rpm 1,500 (24”Chuck: 1,400, 32”Chuck: 1,200)

Through Spindle Hole Diameter mm (inch) Ø185 (Ø7.28“)

Max. Bar Size mm (inch) Ø164 (Ø6.46“)

Spindle Bearing Inner Diameter mm (inch) Ø240 (Ø9.45“)

Spindle Motor kW (HP) 45 / 37 (60 / 50)

Turret
Number of Tool Station ea 12

Tool Size (OD x ID) mm (inch) □32 × Ø80 (□1.25” x Ø3.15”)

Turret Indexing Time sec / step 0.3

Axes

Rapid Speed (X / Z / Y) m/min (ipm) 10 / 12 / - 
(393.7 / 472.4 / -)

10 / 12 / 10 
(393.7 / 472.4 / 393.7)

10 / 10 / - 
(393.7 / 393.7 / -)

10 / 10 / 10
(393.7 / 393.7 / 393.7)

10 / 9 / - 
(393.7 / 354.3 / -)

10 / 9 / 10
(393.7 / 354.3 / 393.7)

Max. Stroke (X / Z / Y) mm (inch) 485 / 2,650 / - 
(19.1”/ 104.33” / -)

485 / 2,650 / 220
(19.1”/ 104.33”/ 8.66”)

485 / 3,650 / - 
(19.1”/ 143.7”/ -)

485 / 3,650 / 220
(19.1”/143.7”/8.66”)

485 / 5,250 / - 
(19.1”/ 206.7”/ -)

485 / 5,250 / 220
(19.1”/206.7”/8.66”)

Feed Motor (X / Z / Y) kW (HP) 6 / 6 / - (8 / 8 / - ) 6 / 6 / 7 (8 / 8 / 9.3) 6 / 6 / - (8 / 8 / - ) 6 / 6 / 7 (8 / 8 / 9.3) 6 / 9 / - (8 / 12 / - ) 6 / 9 / 7 (8 / 12 / 9.3)

Tailstock
Quill Dia. mm (inch) Ø160 (Ø6.3“)

Quill Stroke mm (inch) 150 (5.91“)

Quill Taper MT # 6

Turnmill (MC)
Spindle Motor kW (HP) 11/7.5 (15/10)

Max. Spindle Speed rpm 2,500

Max. Drill / Collet Size mm (inch) Ø32 (Ø1.25“) / ER50

Min. Index Angle ˚ (deg) 0.001˚

Tank Capacity
Lubrication ℓ (gal) 12 (3.17)

Hydraulic ℓ (gal) 50 (13.21)

Coolant ℓ (gal) 400 (105.67) 550 (145.3) 700 (184.9)

Power Sources
Electrical Power Supply kVA 85

Dimension

Height mm (inch) 3,020 (118.9“)

Floor Space (L x W) mm (inch) 6,860 x 3,030
(270.08“ x 119.3“)

6,860 x 3,180
(270.08“ x 125.2“)

7,860 x 3,030
(309.45“ x 119.3“)

7,860 x 3,180
(309.45“ x 125.2“)

9,760 x 3,180 (384.25” x 125.2”)

Weight kgf(Ibf)
 Std.: 17,000 (37,479)
MC: 17,500 (38,581) 18,500 (40,786)

 Std.: 22,000 (48,502)
MC: 22,500 (49,604) 23,500 (51,809)

 Std.: 28,000 (61,729)
MC: 28,500 (62,831) 29,500 (65,036)

NC Controller Fanuc 0i-TF

Std.

MC

Long Type

YMC


