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ITEM MEGA 130

 Swing over bed mm Ø1,300

 Swing over cross slide mm Ø930
 Max. cutting dia. over bed mm Ø1,300
 Max. turning dia. on cross slide mm Ø920
 Distance between centers mm 3,000 4,000 5,000 6,000 8,000 10,000

 Bed length mm 5,670 6,670 7,670 8,670 10,670 12,670
 Bed width mm 810
 Bed way type - 1 bed, 2 slide way

 X-axis stroke mm/min  660
 Z-axis stroke mm/min 3,000 4,000 5,000 6,000 8,000 10,000
 Rapid speed (X / Z) mm/min 6,000 / 6,000 

 Spindle nose KS A2-15  (Dia.155, 255)  /  A2-20 (Dia.320)
 Spindle through hole mm  Dia.155  /  Dia.255  /  Dia.320
 Spindle bore taper Metric Taper No.170  /  260  /  327 
 Spindle range step Auto 3 steps 
 Spindle speed rpm 40 ~ 630 (Dia.155)   /   30 ~ 650 (Dia.255)   /  20 ~ 400 (Dia.320)

 Type of toolpost - Curvic coupling
 Max. No. of tools ea 4
 Standard tool size mm  32

 Quill dia. mm 200
 Quill bore taper MT No.6
 Quill travel mm 260

Motor
 Main motor kW 60  /  41
 Servo motor (X / Z) kW 3.3 / 5.24 3.3 / 10.47
 Coolant pump W 250
 Bed lubrication pump W 53
 Spindle lubrication pump W 200
 ℓ 220 270 320 370 470 570

kVA                                                                                         70

Machine size
 Length mm 6,707 7,707 8,707 9,707 11,707 13,707
 Width mm 2,810
 Height mm 2,510
 Weight ton 13,500 15,500 17,500 19,500 23,500 29,500

ITEM MEGA 130

Each product can be configured to fit your application.

MEGA 130

3000 / 4000 / 5000 / 6000 / 8000 / 10000 mm

4 Position curvic coupling toolpost(S) 12 Position turnmill turret(O)

Dia. 155mm Dia. 255mm Dia. 320mm

SIEMENS-828D(S) FANUC 0iT-D(O)

4 Position hydraulic auto turret(O) 12 Position electric auto turret(O)


